EDP 1—PIlan de situation du Terrain




DP 2.3.4 — Plan de masse et coupe Apres travaux aux 3 dimensions
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DP 2.3.4— Plan de masse Apreés travaux aux 3 dimensions—
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Vue en plan d"un module de 40 m
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With Canadian Solar’s industry leading poly-PERC cell technology IIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIII'
and the innovative LIC (Low Internal Current) module technology, III.IIIIIIIIIIIIIIIIII'IIIIIIII'IIII

we are now able to offer our global customers high power poly

modules up to 300 W R (A
The KuPower poly modules with a dimension of 1675 * 992 mm, T IIIIIHIIIIHIIIIHIIIHIHIIIHIIIII
close to our 60 cell modules, have the following unique features: i /'
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* Higher power classes for equivalent module sizes 2
+ High module efficiency up to 18.11 % -
LOW hot spot temperature risk
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More power output thanks to Low power loss in cell
low NMOT: 43 + 2 °C connection

G
®

Safer: lower hot spot Heavy snow load up to 5400 Pa,
temperature wind load up to 2400 Pa

Low BoS cost with
1500 V. system voltage

", PRODUCT CERTIFICATES*

}%?s ! linear power output warranty IEC 61215 / IEC 61730: 2005 & 2016: VDE / CE (pending)

o

{ 10 : product warranty on materials
%, years & and workmanship

* Please contact your local Canadian Solar sales representative for the specific product
certificates applicable in your market.



ENGINEERING DRAWING (mm)

CS3K-290P / I-V CURVES
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ELECTRICAL DATA | STC* MECHANICAL DATA
CS3K 285P 290P 295P 300P Specification Data
Nominal Max. Power (Pmax) 285W 290W 295W 300W Cell Type Poly-crystalline, 156 x 78 mm
Opt. Operating Voltage (Vmp) 32.1V 323V 325V 327V Cell Arrangement 120 [2* (10 % 6) ]
Opt. Operating Current (Imp) 892A 8.98A 9.08A 9.18A Dimensions 1675x992 x40 mm
Open Circuit Voltage (Voc) 38.7V 389V 39.1V 393V (65.9x39.1x1.57in)
Short Circuit Current (Isc) 9.42A 9.49A 957A 9.65A Weight 18.5 kg (40.8 Ibs)
Module Efficiency 17.15% 17.45% 17.75% 18.05% Front Cover 3.2 mm tempered glass
Operating Temperature -40°C ~ +85°C Frame Anodized aluminium alloy
Max. System Voltage 1000V (IEC/UL)or 1500 V(IEC/UL)  J-Box IP68, 3 diodes
Module Fire Performance TYPE 1 (UL 1703) or CLASS C Cable 4.0mm2 & 12 AWG ,1160 mm
(IEC 61730) Connector T4 series or UTX or MC4 series
Max. Series Fuse Rating 30A (1500 V), T4 series (1000 V)
Application Classification Class A Per Pallet 26 pieces
Power Tolerance 0~+5W Per Container (40' HQ) 728 pieces

* Under Standard Test Conditions (STC) of irradiance of 1000 W/m?, spectrum AM
1.5 and cell temperature of 25°C.

TEMPERATURE CHARACTERISTICS

ELECTRICAL DATA | NMOT* Specification Data

CS3K 285P 290P 295P 300P Temperature Coefficient (Pmax) -0.39%/°C
Nominal Max. Power (Pmax) 211W 215W 218 W 222W Temperature Coefficient (Voc) -0.30%/ °C
Opt. Operating Voltage (Vmp) 29.3V 295V 29.7V 298V Temperature Coefficient (Isc) 0.053 %/ °C

Opt. Operating Current (Imp) 7.21A 7.29A 736A 7.45A

Nominal Module Operating Temperature 43+2 °C

Open Circuit Voltage (Voc) 36.1V 363V 365V 36.7V

Short Circuit Current (Isc) 760A 767A 7.73A 7.79A

* Under Nominal Module Operating Temperature (NMOT), irradiance of 800 W/m?,
spectrum AM 1.5, ambient temperature 20°C, wind speed 1 m/s.

The aforesaid datasheet only provides the general information on Canadian Solar products
and, due to the on-going innovation and improvement, please always contact your local
Canadian Solar sales representative for the updated information on specifications, key
features and certification requirements of Canadian Solar products in your region.

Please be kindly advised that PV modules should be handled and installed by qualified
people who have professional skills and please carefully read the safety and installation
instructions before using our PV modules.

PARTNER SECTION

CANADIAN SOLAR INC. May 2017. All rights reserved, PV Module Product Datasheet V5.548_EN
545 Speedvale Avenue West, Guelph, Ontario N1K 1E6, Canada, www.canadiansolar.com, support@canadiansolar.com
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DP 10 — Notice descriptive

A - Objet.
Dans |e droit fil des engagements en termes de développement de I'énergie solaire
pris par la France dans |le cadre de la Programmation Pluriannuelle de I'Enerngie,
Tenergie Développement contribue au déploiement du solaire photovoltaique sur le
territaire, en installant des ouvrages de production d'électrcité solaire.

B - Présentation du projet.

Le projet consiste en la pose de panneaux photovoltaique sur une cenfrale auw sol
existante. Aucune modification de 'aspect extérieur n'est & prévaoir. En effet, 4 1a suite
d'une opération rétrofit, certains piew sont restés sans panneaux solaires, la centrale
ayant atteint sont potentiel maximum de raccordement. Le projet permettra de com-
pléter les pieux vide afin d'optimiser I'espace et permetire la création d'une centrale
secondaire d'erviron 800 kKWe.

C - Etat initial du terrain.

Le terrain dimplantation est en zone Mpy du Plan local d'urbanisme de la commune
Genetouze en Charente Maritime. Le projet est situé sur la commune de La Gé-
netouze. Celui-ci est délimité par une cliture existante. Le terrain présente un faible
dénivelé.

D - Etat projeté du terrain.

1. Meodification de la construction existante.

Le projet de pose de panneaux photovoltaigues consiste & 'équipement des struc-
tures laissées sans module, les panneaux photovoltaiques utilisés seront du méme
muodéle que les existants.

2. Caractéristiques principales.

Le projet de pose de panneaux solaires sur la centrale photovoltaique au sol exis-
tante de la Commune de Génetouze permet l'implantation de 2430 nouveaux pan-
neaux solaires.

3. Aménagements connexes et voies de circulation sur le site,

La centrale au 5ol est arganisée en un seul ot de 9 hectares. L'accés & la centrale
poura se faire directement depuis, e chemin communal, situé au Mard de la par-
celle. Cet accés d'au moins 4 m de large va permettre 'accés au service d'exploita-
tion/ maintenance et service de secours si nécessaire.

B, Securité incendie.

Afin de palier les risques dlincendie, un dispositif de coupure d'urgence est déja exis-
tant et sera sauvegardé. Ce dernier est positionné a coté de la boite onduleurs( posi-
tionné de maniére & ce qu'il soit accessible au S0IS).

De plus, lesdites installations respectent la norme MF15.100 et sont concues confor-
mément au guide de 'UTE « C15-712-1 : installations photovoltaiques ».

6. Matériaux et couleurs.

La centrale est constituée de structures porteuses (tables photovoltaique) en acier
galvanisé couvertes par des panneaux photovoltaiques.

Les panneaux photovoltaiques sont composés de verre, d'un cadre en aluminium et
de cellues photovoltaique silicium. |5 seront de couleur bleu.

Cldtures : les ditures existantes ne seront pas modifiées par la présente demande.
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