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Projet d’installation d’ombrieres agricoles sur la commune de Saint-Maurice-la-Souterraine (23)

Annexe 9 - Fiche technique des modules photovoltaiques Longi 620

LR7-72HGD 585~620M
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Mechanical Parameters ‘ Y S| _
Cell Orientation L4 (624) E

Junction Box IPEE, three diodes A

4o, +400, =200 o/ = 1400mm

Output Cable ' )

utpu length can be customized A |] g

Glass Dual glass, 2042 0mim semiempened glass

Frame Ancdized aluminum alloy frame

Weight 335kg =]

Dimension 2382% 1134 30mm =

=
Packaging 36pcs per pallet / 180pcs per 20° GP J/ T20pcs per 40° HC r:ilfé'.‘?;i)m“ j2-@:11 AH-@E |i Iﬂ
Width: =2mm
c o =) B4

Electrical Characteristics  5TC:AML5 1000W/m®* 25°C NOCT:AMLS 800W/m? 20°C 1M/S  Testuncertsintyfor Frmax 235

Module TypE LRT-TIHGD-585M LRT-T2ZHGD-580M LR7-TIHGD-585M LAT-TIHGD-600M LAT-TIHGD-505M LRT-TZHGD-610M  LRT-TZHGD-615M | LRT-TIHGD-G20M
Testing Condition sTC MNOCT STC NOCT STC MOCT 5TC NOET 5TC HOCT 5TC MOCT STC ROCT 5TC ROCT
Manimum Fower (Proax/) 385 4453 a0 4481 595 4329 G00 4567 505 4605 Bl0 45,4 Bl 4682 80 AT
Open Cireuit Voltage (Moc/V) 5189 4837 5200 4942 5211 4853 5237 48B3 5213 4873 S244 4984 5259 4994 | 5PE5 5005
Shaort Circuit Current flsc/é) 1435 1145 1433 1151 1441 1158 1449 1164 1457 1LT0  148% 1176 1473 1183 | 148 1180
Voltageat Masimum Power (VmpfV]  439% 4162 4380 4172 4401 4183 4412 4183 4433 4203 4434 4204 A4t 4223 | 4455 a2m
Current at Masimum Power (Impy/d) 1336 1000 1344 1047 1352 1083 1360 1089 1368 108 1306 1103 1384 n108 | 13@m 1118
Module Efficiency(3) Pk L& 0 2.2 124 25 28 pil]

Electrical characteristics with different rear side power gain (ref e to 605W front)

Proax /W VooV Rsc /A, WimpV Imp (A Pmax gain
G35 5133 1530 44323 1436 5%
GBS 5233 16103 44,231 15.05 10%
656 5243 1675 4433 1573 159
T35 5243 1T 4% 44.33 16.41 20%
56 5243 151 44.31 1710 25%
Operating Parameters Mechanical Loading
Operational Ternperature —A0"C ~+85°C Front Side Maximum Static Loading 5400Pa
Pewier Dutput Tolerance 0 - 3% Rear Sice Maximum Static Loading 2400Pa
Yoc and lsc Tolerance +3% Hailstone Test, 25mm Hailstone at the speed of X3m/s
Maximum Systern Voltage D 1500V {IEC/UL)
Maximum Series Fuse Rating 304,
Mominal Dperating Coll Temperature 4542°C
Protection Class Classil Temperature Ratirlgs (STC)
Bifaciality 80455 Temperature Coefficient of b +H0.045%,"C.
. . UL type 29 Temperature Coefficient of Voo H0230%,"C
Fire Rating. - -
|EC Class C Temperature Coefficient of Pmax =028084"C
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Demande d’examen au cas par cas
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