R&S Projet d’installation d’ombriéres agricoles sur la commune Les Eglisottes-et-Chalaures (33) Demande d’examen au cas par cas
RENOUVELABLES ET STOCKAGE

Annexe 9 - Fiche technique des modules photovoltaiques Longi 620

LR7-72HGD 585~620M
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Mechanical Parameters ‘ ) ’ | I
Cell Orientation 144 (5:424) E

Junction Eox IPEE, three dicdes Al

4mm?, +400, -200mmy' £ 1400mm
Cutput Cabl ' !
ulputtable length can be custornized A Ij 2

Glass Dual glass, 2042, 0rnirm semitempened plass

Frane Ancdized aluminurmn alloy frame

Weight 335kg g

Dimension 2382 1134 30mm

-
R E
Packaging 36pcs per pallet/ 180pes per 20° GP [/ T20pes per 40' HC IIEISEE':.TK;?M“ u@z 11@5 Ii %
Width: =2mm
c o = B8

Electrical Characteristics  STC:AMLS5 1000W/m: 25°C NOCT:AMLS B00W/m? 20°C Im/S  Testuncetairty for Proax 4%

Module Type LRT-TZHGD-585M LRT-T2ZHGD-590M LRT-T2HGD-585M LRT-TIHGD-600M LAT-TZHGD-605M LRT-T2ZHGD-610M LRT-TZHGD-615M | LRT-T2ZHGD-620M
Testing Condition STC MOCT ST NOCT STC NOCT 0 WOCT STC WOCT ST MOCT STC WOCT 50 NOCT
Maxirmurm Power (Proas/W) 585 4453 580 4481 595 4529 00 4567 505 4606 610 4544 BlS 4642 &30 AT
Open Cireuitvoltage (Vec/V) 5189 4837 5200 49.42 5211 4053 5277 48B3 5233 47 5244 4984 5235 4994 5266 5005
Short Circuit Current [lsc/A) 1435 1145 1433 1151 1441 1158 14.49 1164 1457 1170 14 65 1176 1473 1143 14.81 1180

Voltage at Masirmum Power (VmpV] 4379 4162 4390 4152 4401 4183 12 419 #4233 408 4434 4214 444 4223 4455 4234

Currentat Madmum Power (Imp/d} 1336 1000 1344 1007 1353 1083 1360 1089 1368 1086 1306 1103 13sd pios | 1382 1008

Module Efficiency3) nT & 0 ke 24 prdc) e =0

Electrical characteristics with different rear side power gain (reference to 605W front)

Proax /W Voe Isc /A Wmp /N Imp /A Pmax gain
635 5133 1530 4423 1436 )
6B5 5233 16103 44,23 15.05 1086
685 5243 1678 4433 1573 15%
% 5243 17.4% 4433 la.al e
156 5243 183 4433 17.10 2506
Operating Parameters Mechanical Loading
Operational Tempearature —AC ~+85°C Front Side Maximum Static Loading 5400Fa
Pewer Dutput Tolerance Rear Side Maximum Static Loading 2400Pa
Wocand Isc Tolerance Hailstone Tast 25mim Hailstone at the spead of 23m/s
Mawirriuim Systern Voltage
Maximum Series Fuse Rating
Nominal Operating Cell Temperature
Protection Class Temperature Ratings (STC)
Bifaciality 8055 Temperature Coefficient of b +0.045%,"C
. . UL type 29 Temperature Coefficient of Yoo -0230%,"C
Fire Rating - -
|EC ClassC Temperature Coefficient of Pmax =0.2809%,"C
- - . ) Specifications included in this datasheat are
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